QUALITY TESTING & INSPECTION

M Q l l 1120 West 135 South
ey Lindon, Utah 84042
(801) 785-1111

FAX: (801) 785-1120

WELDER-WELDING OPERATOR QUALIFICATION RECORD

UNIVERSAL INDUSTRTAT SALES

COMPANY :

WELDER'S NAME: ' KOY KELANDER
B NG KK

WELDING PROCESS: FCAW

TYPE: SEMI-AUTOMATIC
POSITION: VEREICAL - 1515
WELDING PROGRESSION: UPWARD

JOINT PROCEDURE SPECIFICATION NO. : WPS CP
FIGURE NO. : 4.30

MATERTALS SPECS: A S 6PN EREEENT
BACKING STRIP: A36

JOINT THICEKNESS : 3/8" PLATH

DIAMETER & THICEKNESS QUALIFIED:

SPECIFICATION NO. :
CLASSIFICATION:
DESCRIPTION:

" SHIELDING:

ODRED WIRE

APPEARANCE :
UNDERCUT :
POROSITY :
D TEST RESULTS
N/A
LEW™ TEST RESULTS
N/A

RADIOGRAPHIC TEST RESULTS

PASSED
PRE NESSED BY: KEVIN SMITH - QTI
TES TOMMY SUTER OTT LEVEL II
TEST 0512-06

HE STATEMENTS IN THIS RECORD ARE CORRECT AND THAT THE

WE CERTIE
WELDER'’S AS PREPARED, WELDED AND TESTED IN ACCORDANCE WITH THE
REQUIREMENTS OF: AWS D1.1-06
DATE : 08-25-06

= - ().
OTI REPRESENTATIVE: S a2 L ﬁz e 2z

CUSTOMER REPRESENTATIVE:




